
Parkhurst  
Toughline Platform 

 

PTT9612 shown with BH54296 Bulkhead 

The Toughline Platform is a heavy duty and versatile body. It provides a solid foundation for grain racks, 

stake racks, contractor racks and landscape racks to name just a few.  The Toughline has numerous options 

and accessories to serve most all your flatbed needs. Call your local distributor and go check out the many 

features of the Toughline Platform. Put one on your truck today! 

   

 

  

Parkhurst Manufacturing Company, Inc.    18999 Highway Y    Sedalia MO 65301 

Toll Free 1-800-821-7380        1-660-826-8685        Fax 1-660-826-8688 

www.parkhurstmfg.com 

 



Parkhurst 

Toughline Platform 
 

 

Standard Lengths:                  8’    9’    9’6”    10’    11’    12’    14’    16’    18’    20’    22’    24’    26’ 

Standard Widths:                   78”              87 ¼”              96”              Optional 102” 

Side & End Rails:                    Roll formed “G” section, 11 gauge x 6 3/4” vertical face. 

Crossmembers:                      Roll formed “C” section, 11 gauge x 4 7/8” vertical face.  

                                                   16” centers standard, 12” centers optional. 

                                                   9 1/4” x 5 1/2” x 10 gauge gusset at every crossmember. 

Stake Pockets:                        Inboard and sized to accommodate 2” x 4” lumber, 24” on center. 

Longsills:                                  8’– 12’ 6” 8.2# structural channel     14’– 16’ 7” 9.8# structural channel      

                                                  18’– 26’ 8” 11.5# structural channel 

Floor Types:                             2 x 6 tongue & groove treated #1 dense southern yellow pine  

                                                   10 gauge smooth steel  

                                                   1/8” treadplate 

 

Optional floors:                      Apitong, 3/16” smooth steel, 3/16” treadplate and various steel overlays.         

Lights:                                       LED clearance lights with weather resistant wiring harness installed at factory.  

                                                   Lighting and marking per FMVSS 108.     

Paint:                                        Degreased, iron phosphate etched, primed and painted with industrial enamel.                                                                           

                                                   Gloss black is standard. 

 

   

 
   

 Distributor:  

    

Specifications are subject to change without notice.        FD0717 

 


