SPECIFICATIONS

Hopper Capacity 12 cu ft (0.34 cu m) _

; Heavy-Duty 12 Cubic .F“I
Hopper LEﬂgth 33.5" (85 cm) B Top Screen k""-._ f O Capacity Tarp With Integral
Hopper Overall Length 52" (132 cm) _. _ Tie-Dowens
Hopper Height 28" (11 cm) ) d

Hopper Width 50" (127 cm) R y

Full Unit Weight 230 1b (104 kq) , v Worklight and Rear-Mounted
. S Dump Switch

Hopper Construction ¥e (0.5 cm) Double Wall Polyethylene Hopper ;

Spreader Width 2ft-40 (0.6 m - 12 m) Dry, free-flowing material : L ' :

N/A T = *="=— Standard Vibrator and
Sealed Motor Compariment

Max Feed Rate

Lighting Single 55 watt halogen (Standard)
Cover VCP Tarp w/integral tie-downs (Standard)
Top Screen Standard

Gearbox /A A |
Motor % HP Feed Motor Urethane
Trough 304 Stainless Steel Spinner
Cab Controller N/A
Dual Variable Speed Control Standard

Dual Variable Speed Vibrators Standard (Single Vibrator)
Inverted V Baffle Standard

For questions or to place an order,
contact HAWKEYE TRUCK EQUIPMENT
at 515-289-1755 or 1-800-622-8223.

Feed System 4" 0D x 4" (10 cm x 10 cm) pitch shaftess full length Auger

LED CHMSL N/A
Adjustable Deflector standard

Spinner Assembly Easily removable
Hopper Tie-Down Kit Standard
Spinner 12" (30.5 cm) Diameter Urethane Spinner

Spinner Gearmaotor 't HP Spinner Gearmotor (Located above spinner)




